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INSTRUCTIONS

Type KVP, KVL, KVR, KVD, KVC

KVP KVL KVR KVD KVC

CFC, HCFC, HFC

© Danfoss A/S

© Danfoss A/S (AC-SP,jp) 01-1999

KVP/KVL
tmax = +60°C (140°F)
tmin = –45°C (–50°F)
PB / MWP = 14 bar (205 psig)
ptest KVP / KVL 12, 15, 22:

p = max. 28 bar (400 psig)
KVP / KVL 28, 35:
p = max. 25 bar (360 psig)

KVR/KVD
tmax = +100°C (212°F)
tmin = –45°C (–50°F)
PB / MWP = 28 bar (400 psig)
ptest KVR / KVD 12, 15, 22:

p = max. 31 bar (440 psig)
KVR 28, 35:
p = max. 31 bar (440 psig)

KVC
tmax = +105°C (200°F)
tmin = –40°C (–40°F)
PB / MWP = 28 bar (400 psig)
ptest KVC 12, 15, 22:

p = max. 31 bar (440 psig)

KVC
KVC 12, 15, 22:
360° ~ 0.45 bar (6 psi)

KVR/KVD
KVR / KVD 12, 15, 22:
360° ~ 2.5 bar (36 psi)
KVR 28, 35:
360° ~ 1.5 bar (22 psi)

KVP/KVL
KVP / KVL 12, 15, 22:
360° ~ 0.45 bar (6 psi)
KVP / KVL 28, 35:
360° ~ 0.3 bar (4 psi)

FS = Factory setting

pe = 2 bar

FS = Factory setting

pe = 10 bar

FS = Factory setting

pe = 2 bar
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